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Improved Bearing Cartridge Reliability

The KETO range of slurry pumps offer improved reliability by use of patented designs and materials
with the focus on reliability and total cost of ownership. The KETO bearing cartridge assembly offers
many updated parts to improve on typical OEM failure points and allows increased life of the unit and
reliable operation. KETO parts are interchangeable with certain OEM designs allowing you to

upgrade without complex modification and costs

| OEM Failure Points

N T Iy r It makes little sense to renew or replace

Typica

bearing housing rotating parts to the same
original specifications that allow it to fall

or under performin the first place?
Don't expect different resuilts when
using the same OEM ideas, parts and

mMairtenance methods.

¢ No piston rings to wear or break

e High quality grease can now be used as

no labyrinth purge is used (unlike other OEM
labyrinth designs)

* Avallable from smallest sizes to largest pumps

* Endcov

<its avalable for upgrading
Oil or grease lubrication possible without

\sive modificatio




Bearing H

Contarminants are the number:

Bearing Isolator (KLB) is designed to stop

-f\ W o _ The bearings become the only wear
- N item (no lip seals or piston rings).

_ The stainless steel cap
protects against severe spray.
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The stainless steel
non-contact bearing

isolator doesn’t wear.
Stainless steel end covers
___ are standard,
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f\ Patented oil flinger The patented rotor has a feature Better protection than
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e X and grease retainer. that acts as an impelier when Bearing isolators. Compare
N = 3 gland water approaches, and acts with the best bearing
as a fan to blow away fine dust. = isolators and you will find

. the KLBI design is superior.

.' Bearing isolators rely on

, O-rings to drive them.

| These O-rings are prone
'@ ! o slippage, particularly on
4/ larger shaft sizes.

The KLBI design does not
use any O-rings being
positively driven by the shaft
sleeve. It is the first and only
to blow fine dust and liquid
away from the seal.
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Double protection: Shims plus an O-ring
protect against possible contaminant entry.

_ Grease is directed to the bearings
(not 95% to waste).

Grease retainer and Qit flinger: We did the
ingenious thing. We took the grease retainer
and incorporated an oil flinger. This simple
idea allows the single component to do both
tasks. An oil flinger for customers preferring oil
lubrication and a grease retainer for customers
preferring grease lubrication.

Labyrinth bearing isolator: It truly isolates
the bearings from outside water and dust.

Protection cap: Power wash down cap to
protect against gland spray.




Interested in upgrading your slurry Pumping
to the next level in service and innovation?

Then contact:
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\J\ KETO Pumps International

Tel: +61 8 9302 1440

Fax: +61 8 9302 1840

sales@ketopumps.com.au

1 Welsh Place, Landsdale, Western Australia 6065
PO Box 1119 Wangara, Western Australia 6947
ABN: 66 114 924 908

www.ketopumps.com.au




